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USER MANUAL
1、The display button operation instructions:
 

 





      
    
                               







                                                                                                                       MENU   DOWN      UP     ENTER

【MENU】 Main menu Select or return to the previous menu
【DOWN】 menu selection or parameter decrement
【UP】 menu selection or parameter increment
【ENTER】 OK / Enter or select sub-menu
2、The display settings function description:
	Display mode
	Function Description

	A001
	(A001—A512)
	address code

	
Chnd
	6CH
	6 channel mode

	
	8CH
	8 channel mode

	
	10CH
	10 channel mode

	FAIL
	BLND
	DMX512 data is not maintained (black field)

	
	HOLd
	DMX512 data retention

	CL01
	CL01—CL32
	 32 static color mixing modes, color selection by up and down keys
Strobe mode St00-St16 after confirmation, adjust by up and down keys

	






AUT0
	AUT0
	All effect modes, speed mode SP01-SP16 after confirmation, adjust by up and down keys

	
	AUT1
	Color-changing self-propelled mode, speed mode SP01-SP16 after confirmation, adjustment by up and down keys

	
	AUT2
	Gradual self-propelled mode, speed mode SP01-SP16 after confirmation, adjust by up and down keys

	
	AUT3
	Abrupt self-propelled mode, speed mode SP01-SP16 after confirmation, adjust by up and down keys

	
	AUT4
	Color-changing stroboscopic self-propelled mode, speed mode SP01-SP16 after confirmation, up and down keys to adjust

	

SOU0

	SOU0
	All voice control modes

	
	SOU1
	Color changing voice mode

	
	SOU2
	Abrupt voice control mode

	
	SoU3
	Color-changing strobe sound control mode

	NANU

	D000-255
	Manual total dimming

	
	R000-255
	Manual red dimming

	
	G000-255
	Manual green dimming

	
	B000-255
	Manual blue dimming

	
	W000-255
	Manual white dimming

	
	A000-255
	Manual amber tone light

	
	P000-255
	Manual purple dimming

	
	S000-255
	Manual strobe speed adjustment

	WIFI
	 WIFI L XXX
	Mobile APP control mode (support Android, Apple 5.0 or above)

	TEST
	
	Color self-check

	LED
	ON
	Digital display on

	
	OFF
	Digital display OFF

	
IRCL
	ON
	Infrared remote control on

	
	OFF
	Infrared remote control off

	2.4G
	ON
	Wireless 2.4G on

	
	OFF
	Wireless 2.4G oFF

	VER
	V1.0
	Software version number


Remarks: 

A, one-button switch function, after the display function is selected to “POWR” confirmation, the up and down keys can be selected to open the “ON” state. Press the menu button to turn on the machine, often press the menu button to shut down.

B. Hide the current adjustment. In the A001 menu mode, press and hold the OK button for 5 seconds to automatically enter the current adjustment function. Press the up and down keys to change the value, press the enter key once to change the adjusted color (save the unit), often press the confirm button to change the connected machine to adjust the current (save the connected machine), and the machine will flash once when the host saves. After adjusting, press the menu button. Go back.

C. When using the mobile APP control software;
Step 1: Scan the QR code to download and install the software.
Step 2: The lamp display function is adjusted to WIFI mode, wait for it after confirming, and display “LXXX” on the display.
Step 3: Open the main interface of the mobile phone, find the “Settings” icon, enter, open the mobile phone WIFI and click to search for the WIFI name. After searching, find the relevant “LXXX” and connect.
Step 4: Find the control APP software on the main interface of the mobile phone again, and open the connection successfully.

D. This version supports two communication protocols, DMX512 and RDM.
2.DMX512 channel function description:
	Number 
	 6CH
	 8CH 
	10CH

	CH1
	1-255 red dimming
	1-255 total dimming
	1-255 total dimming

	CH2
	1-255 green dimming
	0-9 closed light, 10-255 strobe(slow to fast)
	1-255 red dimming

	CH3
	1-255 blue dimming
	1-255 red dimming
	1-255 green dimming

	CH4
	1-255 white dimming
	1-255 green dimming
	1-255 blue dimming

	CH5
	1-255 yellow dimming
	1-255 blue dimming
	1-255 white dimming

	CH6
	1-255 purple dimming
	1-255 white dimming
	1-255 yellow dimming

	CH7
	
	1-255 yellow dimming
	1-255 purple dimming

	CH8
	
	1-255 purple dimming
	0-9 closed light, 10-255 strobe (slow to fast)

	CH9
	
	
	0-9 closed light
10-50 static color mixing mode, with 10 channels, optional 32 static color mixing
51-100 color change mode
101-150 mutation mode
151-200 gradient mode
201-220 color change sound control
221-240 mutation voice control
241-255 color stroboscopic voice control

	CH10
	
	
	[bookmark: OLE_LINK1]0 closed light, 1-255 speed



3.Infrared remote control function:
 [image: 微信图片_20181119234851]
1. Dimming up button
2. Dimming down button
3. OFF light stop
4. ON opening operation
5. R, G, B, W, A, UV keys are 6 monochrome
6. 9 numeric keys for 9 static colors (AC 1...AC 9)
7. 0 button for multiple color mixing modes, up and down keys for 32 static color combinations
8. The AUTO button is in the color change mode
9. STROBE button is full-bright strobe mode, up and down button speed
10. FADE key is gradient mode, up and down keys adjust speed
The SOUND button is in voice mode, and the up and down buttons are in mode 1, mode 2, mode 3, mode 4
4.Technical parameters
	Power supply:
	AC90-250V,50-60Hz

	LED quantity:
	9 pcs 6in1 LEDs

	Service life:
	Exceed 50,000 hours

	IP grade:
	IP20

	Working mode:
	DMX512 wireless dmx 512.IRC,  Standalone, Master/Slave, Active, Color Preset


5、WIFI mode of operation
[image: file:///C:\Users\ADMINI~1\AppData\Local\Temp\ksohtml\wps89E1.tmp.jpg]
software, the first time the need for adding scenes, select the "娱乐" after scene memory, and then select the direct control, color ring control interface will appear, then you can make the appropriate mode. Different mobile operating interface may not be somewhat different, but the functionality is the same.
1.Mobile APP scan code installation or search LED LAMPA installation in APP STORE

[image: 777.jpg]
2.LED LAMPA is installed on the phone
[image: 111.jpg]

3.Click to open LED LAMPA
[image: 222.jpg]
.4. In the LED LAMPA APP, click the "+" on the upper right to increase the LED WIFI
[image: 444.jpg]
5. After adding LED LIGHT in LED LAMPA APP
[image: 555.jpg]
6. After adding LED LIGHT, you can click
[image: 666.jpg]
7, Apple system install the APP as above
8. Android system please download the installation package to install
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Innovation, Quality, Performance
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